
SECTION C-C THRU SIDE OF CUTOFF WALL

1’-0’’

min.

side cut off wall to be bid on a 

linear foot basis.
Slope as steep as

ground will  allow.

Outside face of

Superstructure.

1’-3’’

min.

c

Substructure

Unit (if

applicable)

  Ditch or toe

of slope.

Limits of measurement

wall  to be bid on a

linear foot basis.

Top of slope protection to match

finished ditch or slope line.

Protection.

þÿ

Limit of measurement for 4’’

Cast-In-Place Concrete

Slope Protection

4’’ Slope Protection

Limits of measurement for concrete

concrete bottom cut off

Concrete Slope

1
’-

6
’’

6 x 6 x W2.1 x W2.1

Welded Wire Fabric

centered in slab,

continuous thru joints,

and lap spliced.

Limit of measurement for 4’’

Cast-In-Place Concrete

Slope Protection.

þÿ

SECTION B-B BOTTOM OF CUTOFF WALL

Optional Construction

Joint.

  ’’ Cork Type Expansion

material full  contact

area where substructure

unit is adjacent to

slope protection.

Slope as steep

as ground wil

allow.

1’-0’’

min.

þÿ

DATE:

STATE HIGHWAY ADMINISTRATION

DEPARTMENT OF TRANSPORTATION

STATE OF MARYLAND

STANDARD NO. SHEET OF

SHA FHWA

REVISIONS

APPROVAL

FHWA APPROVAL

DATE:

Finished Groundline

Finished Groundline

2
’’

1
’-

0
’’

 

6’’

3’-0’’ Soil Stabilization Matting

4’’

Scale:     ’’=1’-0’’

Scale:     ’’=1’-0’’

DIRECTOR
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6

M
IS

C
E

L
L

A
N

E
O

U
S10-17-78

6-8-90

6-8-90

4/12/78

2-17-87

3-21-89

11-15-95

1-22-01

CONCRETE SLOPE PROTECTION FOR BRIDGES

CARRYING ROAD OVER ROAD OR RAILROAD

M(6.02)-78-75

OFFICE OF STRUCTURES

OFFICE OF STRUCTURES


